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DIGITAL RUBBER THICKNESS GAUGES
OUTPUT

Unit: mm
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2878-6B 2878-71B

= Measure thickness of vulcanized rubber and plastic products

= Button function: on/off, inch/mm, zero, data preset, change
measuring direction, absolute/incremental measurement

= CR2032 battery, automatic power off (time is adjustable)

= Supplied with dust cover

= Optional accessory: data output cable (code 7315-50M,
7302-40M), flat points, weight blocks

Resolution Accuracy Flat point diameter Pressure
2878-6A 10mm/0.4" 0.01mm/0.0005" 20um 6mm 22kPat5kPa | ceramic, plain, flatness 1.5um
2878-6B 10mm/0.4" 0.001mm/0.00005" S5um 6mm 22kPax5kPa | ceramic,plain,flatness 1.5um
2878-71A | 10mm/0.4" 0.01mm/0.0005" 20pm 6mm 22kPa+5kPa | granite, plain, flatness 2.5um
2878-71B | 10mm/0.4" 0.001mm/0.00005" S5um 6mm 22kPa+5kPa | granite, plain, flatness 2.5um

Flat points and weight blocks (Optional)

Pressure
Flat point Fla.l:tozc:nt 10kPat2kPa 22kPat5kPa 20kPat3kPa 70kPat5kPa 1.6kPat0.1kPa
Weight block code  Weight block code Weight block code Weight block code = Weight block code

d4mm 2878-P4 = 2878-W4B = = -

Z5mm 2878-P5 2878-W5A 2878-W5B 2878-W5C 2878-W5D -

g6mm 2878-P6 2878-W6A 2878-W6B - - -

g8mm 2878-P8 2878-W8A 2878-W8B - - -

Z10mm 2878-P10 2878-W10A 2878-W10B 2878-W10C - -
@25mm 2878-P25 - = - — 2878-W25E
gr)éirt:r:gl o)| 2878-P14 - - - 2878-W14D -




